
Standard plastic pump

with magnetic coupling

for use in the

chemical industry

ISO 2858/DIN EN 22858



Replaceable:
Plastic housing

Solid SiC:
Isolation shell

One-piece:
Rotor

Robust:
Spheroidal cast iron casing

Monitoring:
Temperature sensor
(Option)

Inertia:
Flywheel

Unconventional:
Magnetic coupling

Wide-Set:
Ball bearings

Subject to technical alterations.

External:
Rotor bearings

Standard
plastic pump
with magnetic
coupling for use
in the chemical
industry

ISO 2858 / DIN EN 22858

Directive 94/9/EG (ATEX)

The Danger
Intermittent �ow, e.g. after emptying
a tank, can be dangerous for the
bearings of common magnetic
coupled pumps: The remaining
liquid is evacuated outwards as in
a centrifuge, resulting in the inner
bearings running dry. Often this can
result in complete pump destruc-
tion.

The Solution
The MONSUN rotor bearings are
located at the outermost radius. In
cases of intermittent �ow, the
bearings always possess enough
remaining liquid for emergency
lubrication. The pump will not be
destroyed and is able to run
smoothly. The heating of the
remaining liquid can be monitored
and the pump stopped in an orderly
fashion.

Concept
MONSUN � a hermetic tight
magnetic coupled pump, which 
easily handles corrosive and dan-
gerous liquids.

Features:

� Corrosion-resistant materials

� Simple construction

� Minimum number of static seals

� Tolerant to wrong operation

� Condition monitoring




